
Application

Technical Data

CRAKGON® is a reinforcement for interior and exterior paint films and 

other coating compounds, and a preventative to the re-appearance of fine 

plaster cracks, or a consolidation medium for friable plaster surfaces. 

CRAKGON® reinforced surfaces will outlast non-reinforced surfaces by 

many years, according to independent tests conducted by the National 

Building Research Institute of the Council for Scientific and Industrial 

Research (Pretoria, RSA), and by the Quality Control Labs at Lacose 

Sotinco / CIN (Porto, Portugal).

CRAKGON®

Notes
1. Store in cool, dry conditions.
2. The customer receiving the product shall be solely responsible as to the suitability of the product for the particular end use.
3. These specifications are subject to change by mutual agreement at the discretion of the company.
4. All goods are sold in terms of our Standard Conditions of Sale.

Prepare the surface on which to apply CRAKGON®, 
fillng major cracks, removing loose or flaking paint and 
smoothing down.

How to Use

CRAKGON® can be easily applied in 5 easy steps:
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Surface must be clean, dry and free of dust. Apply 
horizontal strip of paint at top of surface from which to 
hang CRAKGON®.

Stick CRAKGON® to wet, painted strip. Ensure that 
drop is vertical and even. Smooth CRAKGON" 
against dry surface.

Apply a generous coat of paint through CRAKGON®. 
This will stick CRAKGON® to the wall. Repeat steps 2 
to 4. For best results do not overlap succeeding 
drops.

After first coat has dried, the fibre pattern of 
CRAKGON® will be visible. Apply a final coat of paint, 
which may be of a different quality or another colour if 
desired.

12-16±1 µ

Continuous

6-8% by mass

25 ± 3 g/m²

0.18 mm

500±2 mm

100 mm

2000 mm

20±0.5 m

12-16±1 µ

Continuous

6-8% by mass

25 ± 3 g/m²

0.18 mm

500±2 mm

100 mm

2000 mm

100±1 m

12-16±1 µ

Continuous

6-8% by mass

25 ± 3 g/m²

0.18 mm

1000±2 mm

100 mm

2000 mm

100±1 m

Product code           CRAKGON® PR                      CRAKGON® 50               CRAKGON® 100

Fibre Diam (microns)

Fibre length

Binder content

Mass

Nominal thickness

Roll width  - standard 

                  - minimum

                  - maximum

Standard roll length


